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TAMS (Stand-Alone Version)
Stand Alone TAMS provides the Aviation users access to military
training routes, FAA Airports, Agency Airbases, VOR s, Dispatch
Mission Planning and contacts for Aviation Wildland Firefighting
resources. It provides a tool to define a Temporary Flight
Restriction (TFR) (91.137A).
Installation/Update of TAMS software and data  IAMS User Guide
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Introduction

The IAMS (Initial Attack Management System) application was designed for use by dispatchers
and aviation managers to access aviation data and information that is currently found in a variety
of text documents and map systems. The IAMS application has been designed so the user can
perform a variety of aviation dispatch functions and related tasks using a single source
automated process rather than a manual method of consulting charts, reference texts and other
sources. The time-saving aspect of IAMS is of particular value and benefit during high fire
activity levels common to multiple and/or large fire situations. Accessing this information
manually within the short time frames available during multiple fire situations has often resulted
in inaccuracies. At times, information critical to aviation safety is not provided to all aircrews due
to the inability of dispatch and aviation personnel to reference and access the data in a timely
manner. By learning to use the IAMS application, the aviation personnel and/or the aviation
dispatcher will be able to get pertinent information to the flight crews in a timely manner and help
provide for a safer operation.

This document consists of the following:

. A description of the map/view display and instructions for installing and accessing IAMS.

. A description of the menus within IAMS. Each menu (across the top of the IAMS window)
consists of several options and each option is defined and explained.

. A glossary of commonly used acronyms and terms that apply to IAMS.

. An appendix with a step-by-step description of creating and modifying a TFR (Temporary

Flight Restriction).

Note: This documentation assumes you have a working knowledge of Microsoft Windows
conventions (mouse use, clicking and double-clicking to activate windows and to select items,
etc.) and that you understand the uses for which IAMS is intended.

The Map/View Display

An important concept within IAMS is that of a “map” and a “view”; it is important to distinguish
between the two terms and to understand how they relate. Within IAMS, the “map” identifies the
overlays, while the “view” identifies the geographic area displayed. A map and a view are
independent of each other. A map and a view together make up the display in the IAMS window.

A map is created by using the options within the Select menu to display selected overlays, such
as the state boundaries, agency boundaries, airports and airbases, military training routes,
special use airspaces, geographical features such as rivers and lakes, cities, and many others.
The user may select or deselect any of the available overlays for display, as well as modify the
colors, etc. The overlays provide visual references.

A view is created by using the options within the Zoom menu to display a selected geographic

area. For example, for a dispatcher in Nevada, the geographic area of interest would be in and
around the state of Nevada, rather than the entire US.
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The first time that IAMS is run, the initial map (set of overlays) consists of the border of the
United States and the state boundaries and the initial view (geographic area) is of the entire
lower 48 contiguous United States. This map and view will be displayed every time that IAMS is
started, until the user modifies and saves a new map (set of overlays) and view (geographic
area) and/or specifies a new initial map and initial view.
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IAMS Initial Map/View Display

The menu bar is located across the top of the IAMS window. The menu bar contains the
following menus: Map, View, Select, Zoom, Tools, Aviation, and Settings. Each pull-down menu
contains several options used to define, manipulate, create, modify, delete, display, and query
the data.

The button bar is located below the menu bar. The button bar consists of the most commonly
used menu options and provides a shortcut to accessing them. The button bar contains the
following buttons: Overlays, DispParms, Distance, Zoomin, and Mark Point.

The short help is located in the left side of the bar at the bottom of the IAMS window. The short
help gives a brief description of the menu and menu options as the cursor is positioned over
them. The short help is also used with several of the menu options for information to the user on
how to use the tool (such as Distance and Mark Point).
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At the right side of the bar at the bottom of the IAMS window are three sets of information. The
first set shows the latitude/longitude coordinates for the top left corner of the area displayed (the
northwest corner). The second set shows the scale for the display. The third set (farthest to the
right) shows the latitude/longitude coordinates of the area directly beneath the cursor and this
value changes as the user moves the cursor over the window.

Installing IAMS
The IAMS application runs in a Microsoft Windows environment.

To install IAMS on your computer, Internet Explorer 4.0 or greater must reside on your pc. If you
do not have Internet Explorer installed, contact your computer support staff to install it on your

pc.

To install IAMS on your computer (or to update the software and/or data):

. Visit the website at www.nifc.blm.gov and click on Aviation.

. Under IAMS (Stand-Alone Version), click on_Installation/Update of IAMS software and
data and follow the installation instructions.

When the installation has successfully completed, the IAMS software and associated data will
reside on your computer. The data consists of static overlay files (such as agency boundaries,
rivers, cities, etc.) and military and airport data.

The military data is provided via the Department of Defense (DoD) every 28 days and includes
Military Training Routes (MTR), Special Use Airspace (SUA), etc. The airport data is provided
via the Federal Aviation Administration (FAA) every 56 days and includes airports, heliports, etc.
The initial installation of IAMS will include the military and airport data; however, the user will
need to revisit the web-site every 28 days to download the most current data (using the
installation procedure above). The user will receive a warning at the top of the IAMS map/view
display if the military or airport data is being accessed and has expired. This warning message
will be similar to the following:

WARNING
Overlay Data Not Valid
MTR Boundaries Data Expired 03/21/02 08:59

Example of airport/military data expiration notice

If this warning message is received, visit the Aviation web-site and download the most current
data (using the installation procedure above).

Accessing IAMS

To start IAMS, double click the IAMS icon on the Windows desktop or select IAMS from the
StartUp Menu.

Introduction 6



When IAMS is accessed for the first time after the initial installation, a Screen Size dialog box will
prompt the user for the width of the computer screen. It is important that this be entered
accurately, as this is used to calculate the display scale. Note: The Screen Size option can also
be accessed from within the Settings menu.

Screen Size

In order for MAPS to correctly calculate map scales,
it needs to know the phyzical width of the screen.
The phyzical width of the screen iz measured from
the left edge of the image or wallpaper on your
zcreen to the right edge. The measurement is not
edge to edge of the glazs but of the image.

MEC 3D Monitors have a maximum visible screen
width of 10.25 inchez [they can be zet to be lezz].

IF your screen width iz different than the value
ghown below. enter the correct value.
Thiz can be changed later.

Current zcreen width setting: 10.2500 inches.

Cormrect Screen Width: 10. 250001 T+, (=

. ]84 . Cancel |

Screen Size dialog box

Each time that a map (set of overlays) is drawn on the screen, the Maps dialog box will appear.

Maps

Drawing Map

Overlay:
States

Maps dialog box

The name of the overlay currently being drawn is shown in the Maps dialog box; this name
changes as each overlay is drawn. The user may cancel the drawing of the map by clicking the
Cancel button in the Maps dialog box; otherwise, the Maps dialog box disappears when the map
has finished drawing on the screen.
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Menus

The menu bar is located across the top of the IAMS window. The menu bar contains the

following menus: Map, View, Select, Zoom, Tools, Aviation, and Settings. A menu may be
selected by clicking on it. Each pull-down menu contains several options used to define,

manipulate, create, modify, delete, display, and query the data.

The Map Menu

The Map menu on the IAMS menu bar contains the following options: New, Open, Save As,
Delete, Print Map, Print Screen, Select Map Printer, Select Text Printer, About Maps, and Exit.
These options allow the user to create, open, save, or delete a map file (the set of overlays
selected by the user), send the map or screen display to a printer, select the printer for printing
the map or text, see the information about this version of the software, or exit IAMS.
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Map Menu
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New

The New option of the Map menu opens a new (blank) map and allows the user to select
overlays to create a new map. (Remember: A map is a set of overlays.)

After selecting New, the Select Overlays in Map dialog box appears. However, if New is selected
and the currently displayed map has been modified, a dialog box appears that asks if the user
wants to save the changes, before opening a new map.

MAPS

@ Save Current Changes to Imitial. map

| Cancel

Save Current Changes dialog box

Yes opens a dialog box for saving the current map (refer to the Save As... section below for
more information) and then opens the Select Overlays in Map dialog box. No opens the Select
Overlays in Map dialog box without saving the current map. Cancel returns to the active window.

Refer to the Overlays option of the Select menu for information about the Select Overlays in Map
dialog box.

Open ...

The Open option of the Map menu allows the user to open an existing map definition file, which
is then displayed. (Remember: A map is a set of overlays.)

After selecting Open, the Open Map Definition dialog box appears. However, if Open is selected
and the currently displayed map has been modified, a dialog box appears that asks if the user
wants to save the changes, before opening another map. Yes opens the dialog box for saving
the map (refer to the Save As... section for more information) and then opens the Open Map
Definition dialog box. No continues to the Open Map Definition dialog box without saving the
current map. Cancel returns to the active window.

The Open Map Definition dialog box allows the user to enter a file name in the File field or to

select one of the map files from the list. OK opens the map and displays it. Cancel returns to
the active window, without opening the map.
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Open Map Definition
File

initial. map |

% PC Definition
- Dffice Definition
Aviation.map

BLMDistr.map - System Definition

Hydrolgy_mag
‘I nitial. map

118

! ! LCancel |

c hiamshwzimapsimap

Open Map Definition dialog box

Save As . ..

The Save As option of the Map menu allows the user to save the current map. (Remember: A
map is a set of overlays.)

The Save As option allows the user to name the current map and save it to a file. In this way,
the overlays selected for the map may be retrieved simply by retrieving the map file. In addition

to saving the overlays, saving a map file also saves the display parameters of the overlays, but
only for the specified map.

After selecting Save As, the Save Map Definition dialog box will appear.

Save Map Definition E3
File
LUMTITLED MAF

Aviation.map

BLMDistr. map
Hydrolgy.map
Initial map

“# PC Definition
» Dffice Definition

1].8

LCancel
L 1 J

chiamzs\wzimapsimap

Save Map Definition dialog box
The Save Map Definition dialog box allows the user to enter a file name in the File field or select

one of the files from the list. OK saves the map and returns to the active window. Cancel
returns to the active window, without saving the map.
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If the file name already exists, a File Exists dialog box will appear. Yes replaces the existing
map definition file with the new one and returns to the active window. No returns to the Save
Map Definition dialog box.

File Exists E3

Local Definition File Initial. map
Already Existz. Replace Definition File?

File Exists dialog box

Delete . . .

The Delete option of the Map menu allows the user to delete a selected map definition file.
(Remember: A map is a set of overlays.)

After selecting Delete, the Delete Map Definition dialog box will appear. The Delete Map
Definition dialog box allows the user to enter a file name in the File field or select one of the files
from the list.

Delete Map Definition E3

File

4 PC Definition
Hydrolgy.map |

» Dffice Definition

Aviation.map
|[BLMDistr.map
gy

1] .9

LCancel
L 1 /

c:hiams\wzimapsimap

Delete Map Definition dialog box

Cancel returns to the active window, without deleting the map. OK opens a Delete Definition File
dialog box, to ask if the user is sure the file is to be deleted.
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Delete Definition File

@ Are You zure You wizh to delete Definition File Hydrolgy_map?

Delete Definition File dialog box
Yes deletes the map definition file and returns to the active window. No returns to the Delete
Map Definition dialog box, without deleting the map.
Print Map . ..
The Print Map option of the Map menu prints the displayed map/view, including the informational
line at the bottom of the IAMS window (but excluding the title bar, the menu bar, and the button
bar at the top of the window) to the user’s local or network printer.

After selecting Print Screen, the Print dialog box will appear.

Print

Printer: Syztem Printer oK
AAMIFC_TREE“q iz210_hp4si) J
- Print Range Cancel

@ All :getup... |

o Badeohiag

- Pages

Font...
From: D To: E Page Setup.._. |
Print Quality: IEI]I] dm j LCopies:

| Pnnt ta File L EleHate Sanies

Print dialog box

The Print dialog box displays the currently selected printer (use the Setup button to select a
different printer).

The Print Range allows the user to print all or selected pages; however, All is generally the only
option available (because the display is not divided by page for the user to select particular
portions of the screen for printing).

The Print Quality (dots per inch) allows the user to select from a list of printer resolution values.
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The Copies box allows the user to specify the number of copies to be printed.

The Setup... button opens the Print Setup dialog box and allows the user to select another printer
connected to their computer, as well as choose orientation and paper size and source. (Refer

to the Select Map Printer section below for additional information.)

The Font... button is disabled.

The Page Setup... button opens the IAMS Print Page setup dialog box.

15 Prnt Page setup |

| Put Page Humbher on Each Page
| Put Title on Each Page

Margins
Left 0.50 Hight 0.50
Top 0.50 Bottom 0.50
1]6 Cancel

IAMS Print Page setup dialog box

To include a page number or a title on each page, click the appropriate check-box (a red check-
mark will appear when it is chosen). The left, right, top and bottom margins of the page may be
changed by entering new values (in inches). OK saves the page setup changes and returns to
the Print dialog box. Cancel returns to the Print dialog box, without saving the page setup
changes.

Select OK on the Print dialog box to print the screen. Select Cancel to quit the Print dialog box
and return to the IAMS window without printing.

Print Screen . ..

The Print Screen option of the Map menu prints the entire IAMS window; the displayed map/view,

including the title bar, the menu bar, and the button bar at the top of the window, and the
informational line at the bottom of the window, to the user’s local or network printer.

After selecting Print Map, the Print dialog box will appear. (Refer to the Print Map section above
for more information about the Print dialog box.)
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Select Map Printer . ..

The Select Map Printer option of the Map menu sets the printing parameters that IAMS uses to
print the map/view that is displayed. After selecting Select Map Printer, the Print Setup dialog
box will appear.

-~ Printer 1] 4
o
< b Pt A ’ - . Eancel
[currently AAMIFC_TRBEE\q_i=210_hp4si] .
+ Specific Printer: | DOptions. ..
|\NIFC_TREE\q_is210_hpdsi I U
- Orientation ——— [ Paper
‘ T % Portrait Size: ILetter j
 Landscape Source: IAutumatically Select j

Print Setup dialog box

The Print Setup dialog box allows the user to select a local or network printer, as well as choose
orientation and paper size and source. (The printer must be connected to the user’'s computer
or accessible over the network.)

In the Printer section of the Print Setup dialog box, the user may choose the Default Printer
option (which is the Windows system default printer) or choose the Specific Printer option and
then select from the list of available printers on the user’'s computer/network.

The Orientation section has two options available, which determine how the image will be
printed; either vertically using Portrait or horizontally using Landscape. Select the appropriate
orientation option to best accommodate the screen to be printed.

The Paper section allows the user to select a paper size and paper source from the drop-down
lists. The Size list shows the paper sizes available for the selected printer (e.g. Letter, Legal,
etc.). The Source list shows the paper sources available on the selected printer (e.g., Upper
Tray, Lower Tray, etc.). Select the appropriate source from which the printer can retrieve the
specified paper size.

In addition, the Print Setup dialog box contains an Options... button and a Network... button which
open Windows dialog boxes. (Refer to the Windows documentation or local user support staff
for help with these features.)

Click OK on the Print Setup dialog box to save the printer setup changes that were made. Click
Cancel to return to the IAMS window without saving the printer setup changes.
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Select Text Printer . . .

The Select Text Printer option of the Map menu sets the printing parameters that IAMS uses to
print the text information that is displayed (such as the Dispatch Information window). After
selecting Select Text Printer, the Print Setup dialog box will appear. (Refer to the Select Map
Printer section above for more information about the Print Setup dialog box.)

About Maps . . .
The About Maps option of the Map menu opens the About BLM:IAMS Maps dialog box which
displays the following information: version number, Release Date, and comments. This is a

view only dialog box. Click the OK button to return to the active map display area.

About BLM:IAMS Maps

Yerzion: 4.09.2527
Releaze Date: Feb 28, 2001
2001 Yersion: 2001 wrregular TFR

@ 1| - I

About BLM:IAMS Maps dialog box

|1AMS Application: BLM:IAMS Maps ﬂ

=

Exit . ..

The Exit option of the Map menu closes the IAMS application and returns the user to the last
accessed location in Windows.

If the currently displayed map has been modified, a dialog box appears that asks if the user
wants to save the changes. Yes opens the Save Map Definition dialog box to enter the name to
which the current map will be saved, before exiting IAMS. No exits IAMS without saving the
current map. Cancel returns to the active window.
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The View Menu

The View menu on the IAMS menu bar contains the following options: New, Open, Save As, and
Delete. These options allow the user to create, open, save, or delete a view file (the geographic
area that was selected by the user).
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View Menu

A view identifies and displays a geographic area. The user may identify a view by using the
Zoom option described in the Zoom menu, then saving the area as a view in this menu. The
user may work with one or many views in a single IAMS session. The map selected determines
the overlays displayed in the view. There are virtually no limitations to the size of the view,
except that zooming in closer than 1:1600 is not allowed.

New
The New option of the View menu opens a new view, the Maximum view, which displays the

entire area of the contiguous lower 48 United States. (Remember: A view is the geographic area
displayed.)
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After selecting New, the user may then use the options in the Zoom menu to modify the

geographic area displayed. Refer to the Zoom menu for information about using the options to
alter the view.

If the user has no overlays selected and then selects New from the View menu, the Select
Projection Scheme dialog box is displayed.

Select Projection Scheme El

Please indicate the projection scheme for the Hew Yiew:
Yes selects the Albers projection for the contiguous 48 states.
Mo zelects the Albers projection for Alaska.

Xes Ho Cancel

Select Projection Scheme dialog box

Yes opens a new view using the Albers projection for the contiguous 48 states. Cancel returns
to the current IAMS window, without opening a new view. (Note: Do not select No, as the Albers
projection for Alaska does not pertain to stand-alone IAMS.)

Open ...

The Open option of the View menu allows the user to open an existing view definition file, which
is then displayed. (Remember: A view is the geographic area displayed.)

After selecting Open, the Open View Definition dialog box appears. The Open View Definition
dialog box allows the user to enter a file name in the File field or to select one of the view files
from the list. OK opens the view and displays it. Cancel returns to the active window, without
opening the view.
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Open Yiew Definition

File initi

— “# PC Definition
mitial. v | * Office Definition
Idaho_vw

- System Definition

northwst. vw

118

! ! LCancel |

c hiamshwzimapshvw

Open View Definition dialog box

Save As ...

The Save As option of the View menu allows the user to save the current view. (Remember: A
view is the geographic area displayed.)

The Save As option allows the user to name the current view and save it to a file. In this way,
the geographic area selected for the view may be retrieved simply by retrieving the view file.

After selecting Save As, the Save View Definition dialog box will appear.
Save Yiew Definition

File .
% PC Definition

Imm - Dffice Definition

Initial. vw
northwst. vyw

118

! ! LCancel |

c hiamshwsimapshivw

Save View Definition dialog box
The Save View Definition dialog box allows the user to enter a file name in the File field or select

one of the files from the list. OK saves the view and returns to the active window. Cancel
returns to the active window, without saving the view.
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Note: The PC Definition and Office Definition options are not applicable within the stand-alone
version of IAMS.

If the file name already exists, a File Exists dialog box will appear. Yes replaces the existing
view definition file with the new one and returns to the active window. No returns to the Save
View Definition dialog box.

File Exists

Local Definition File northwst. yw
Already Exists. Heplace Definition File?

File Exists dialog box

Delete . . .

The Delete option of the View menu allows the user to delete a selected view definition file.
(Remember: A view is the geographic area displayed.)

After selecting Delete, the Delete View Definition dialog box will appear. The Delete View

Definition dialog box allows the user to enter a file name in the File field or select one of the files
from the list.

Delete View Definition E3

Emmile “# PC Definiti
PC Definition
- Dffice Definition
Idaho.yw
Initial. vw

northwst. vw

1].8

LCancel
L 1 J

chiamswzimapsivw

Delete View Definition dialog box

Cancel returns to the active window, without deleting the view. OK opens a Delete Definition File
dialog box, to ask if the user is sure the file is to be deleted.
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Delete Definition File

@ Are You sure You wizh to delete Definition File |daho. yw?

Delete Definition File dialog box

Yes deletes the view definition file and returns to the active window. No returns to the Delete
Map Definition dialog box, without deleting the view.
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The Select Menu

The Select menu on the IAMS menu bar contains the following options: Overlays, Display
Params, Background, Redraw, and ReOpen Current Map. These options allow the user to
select the overlays, modify the display parameters, select the background color of the display,
re-draw the display, and re-open the current map.
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Select Menu
If the user wishes to save the changes that have been made to the map display using the
options in the Select menu, the map file must be saved using Save As in the Map menu. (Refer
to the Save As... option of the Map Menu for more information.)
Overlays . ..
The Overlays option of the Select menu allows the user to add, remove, and modify overlays.
(Note: The Overlays option can also be accessed with the Overlays button on the button bar.)

The overlays are the features to display, such as BLM district boundaries, rivers, interstates, etc.

After selecting the Overlays option (either from the Select menu or the button bar), the Select
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Overlays in Map dialog box appears.

Select Overlays in Map

Available Selected
Airports [ Airbases Contiquous L1.5.

Airspace Boundaries Add —>» I
BlA Lands

BLM Districts
Counties{Boroughs
Eastrn CitiesfTowns
Features

Ferry Houtes

Grid Lines
Interstates _—
Lakes = || Cusiom..

BRemowve <-

Modify...

Description Description

FAA Airports, Helibases, Conus boundaries from 1.2M
Airstrips, Helispots. DLG

Cancel DK

Select Overlays in Map dialog box

The Select Overlays in Map dialog box lists the Available and the Selected overlays. The
Available list shows all the overlays that are available (and not in the Selected list). The Selected
list shows the overlays that have been selected (from the Available list) to be included in the map
display. The user may add overlays to or remove overlays from the Selected list. In addition to
adding and removing selected overlays, the user may also modify the display parameters of the
selected overlays.

Highlight an overlay in the Available list and click the Add button to move an overlay from the
Available list to the Selected list. Highlight an overlay in the Selected list and click the Remove
button to move an overlay from the Selected list to the Available list. Adding and removing
overlays may also be done with the use of the underlined letter of the command (e.g., A for Add)
or by double-clicking the overlay.

The description of the selected (highlighted) overlay in either the Available or Selected list is
shown in the Description box below the list.

To modify the display parameters of an overlay, highlight an overlay in the Selected list and click
the Modify button. The Select Display Parameters dialog box opens, which allows the user to
modify the display parameters (scale, symbol, line, color, fill, or label) of the selected overlays.
(Refer to the Display Parameters section below for more information.)

Note: The Custom button is not available in the Stand-Alone version of IAMS.
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Click the OK button on the Select Overlays in Map dialog box to draw the selected overlays in
the current view (geographic area). Click the Cancel button to return to the active window,
without any changes to the overlays.

Note: The order in which the user selects the overlays determines which are drawn over the
others; the overlays are drawn in order from the top of the Selected list to the bottom of the list.
Therefore, the overlay at the top of the list is drawn first and the overlay at the bottom of the list is
drawn last (over the previous overlays).

After the overlays have been drawn, if the user wishes to save the selected overlays as a map
(in order to access and display it later), use the Save As option in the Map menu. (Refer to the
Save As... option in the Map Menu for more information.)

Display Params . ..

The Display Params option of the Select menu allows the user to modify the display parameters
for the selected overlays. The display parameters are the attributes of the overlay and
determine how the selected overlay will appear to the user when drawn. The display parameters
include the scale, symbol, line, color, fill, and label. (Note: The Display Parameters option can
also be accessed with the DispParms button on the button bar or the Modify button in the Select
Overlays in Map dialog box.)

After selecting Display Parameters (either by choosing Display Params from the Select menu or

DispParms from the button bar or Modify from the Select Overlays in Map dialog box), the Select
Display Parameters dialog box appears.
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Select Display Parameters dialog box

The user selects the overlay to modify from the Overlay drop-down list at the upper left of the
Select Display Parameters dialog box. The description of the selected overlay appears below
the drop-down list. Below the overlay description, there are two buttons: Ovl Defaults and
Restore. If the user has changed the parameters for an overlay and wishes to “un-do” the
changes, the Ovl Defaults button will reset the parameters back to the default parameter
settings for the overlay. After the parameters for an overlay have been modified or the Ovl
Defaults button has been clicked, the Restore button becomes available, which will restore the
parameters back to the settings prior to modifying or prior to resetting the overlay defaults with
the Ovl Defaults button.

The Class section of the Select Display Parameters dialog box shows the classes, or subsets,

of the selected overlay. The user selects the class to modify from the Class drop-down list.

The description of the selected class appears below the drop-down list. If the user wishes to
change the parameters for all of the classes within the overlay, then “Everything” should be
selected from the drop-down list. If there are not any classes available, the only item in the class
list will be “Everything”. If the user has changed the parameters for a class and wishes to “un-
do” the changes, the Class Defaults button will reset all of the parameters (scale, symbol, line,
color, fill, and label) to the default parameter settings for all of the classes within the selected
overlay. (Note: The Cust. Filter... button is not available within stand-alone IAMS.) The Property
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section of the Select Display Parameters dialog box shows the different properties (or types) for
the selected Class, if there are any. A sample of how the property will appear on the display is
shown in the Sample to the right of the Property list. The user may change the parameters of
each of the properties.

At the bottom of the Select Display Parameters dialog box, the current settings of the scales are
listed. Disp (Display Scale), Symb (Symbol Scale), and Remove (Remove Scale) may be
modified with the Scale parameter (refer to the Scale parameter section below for more
information). Label (Label Scale) may be modified with the Label parameter (refer to the Label
parameter section below for more information).

The user may choose the parameter to view or modify for the selected overlay by clicking one of
the buttons in the Change Parameter section at the upper right of the Select Display Parameters
dialog box. The parameters are: Scale, Symbol, Line, Color, Fill, and Label. Depending on the
overlay selected, some of the parameters may not be available and the button will appear
grayed-out; the button of the currently selected parameter will also appear gray. When a
parameter button is clicked, the parameter’s “palette” is displayed below the buttons and the
user may make changes. While in any of the parameter palettes, the user may apply the
settings of the parameter to all of the property groups of the class of the currently selected
overlay by clicking the Apply Settings to All Properties in Class button.

The Scale parameter produces the Scale Palette, which allows the user to select a scale from
the list of pre-defined scale values or enter a scale value which control the display of the
selected overlay. The user may choose the Display Scale, Symbol Scale, and/or Remove Scale
options.
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Scale Palette

The Display Scale shows the scale below which the selected overlay will be drawn; the selected
overlay will be displayed only if the scale of the view (geographic area) is less than the value of
the Display Scale. For example, if the scale of the view on the screen is 8,092,444 (indicated at
the lower right of the view display on the screen), then the Display Scale of the overlay must be
set to a value higher than 8,092,444 (such as 10,000,000) in order for the overlay to be drawn.
The overlay would not be drawn if the Display Scale of the overlay was set to a value lower than
8,092,444 (such as 5,000,000).

The Symbol Scale is only available with overlays that consist of points (such as the Western
Cities/Towns overlay). Because most of the overlays are lines (such as the Contiguous U.S.,
States, BIA Lands, etc.), the Symbol Scale is not applicable and will appear grayed-out. The
Symbol Scale is the scale below which the symbols will be drawn; otherwise, the mark
(alternate symbol) will be drawn. For example, if the scale of the view on the screen is
8,092,444 (indicated at the lower right of the view display on the screen), then the cities will be
displayed as marks if the Display Scale is above 8,092,444 (such as 10,000,000) and the
Symbol Scale is below 8,092,444 (such as 5,000,000). However, if the scale of the view on the
screen is 8,092,444 and both the Display Scale and the Symbol Scale are above 8,092,444
(such as 10,000,000), then the symbols will be drawn (refer to the Symbol parameter section
below for more information).
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The Remove Scale shows the scale below which the overlay will not be drawn; the selected
overlay will not be displayed if the scale of the view is less than the value of the Remove Scale.

The Symbol parameter produces the Symbol Palette, which allows the user to select a symbol
type and size for the selected overlay, if applicable; otherwise the Symbol parameter will not be
available and will be grayed-out. The Symbol parameter is only available for the overlays that
consist of points, such as Airports/Airbases and Western Cities/Towns. A sample of the
selected symbol appears below the Symbol Palette.
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Symbol Palette

The overlays have pre-defined default symbols and “marks” (an alternate symbol that appears at
larger scale views). For example, Western Cities/Towns with a population >250,000 appear as

a “bulls-eye” symbol when the scale of the view is less than the Symbol Scale; however, if the
scale of the view is greater than the Symbol Scale, then the Western Cities/Towns with a
population >250,000 appear as the default mark, which is a plus sign (+), rather than the symbol.

Note: The symbol scale is shown at the bottom of the dialog box and can be modified with the
Symbol Scale option within the Scale Palette (refer to the Scale parameter section above for
more information).
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The Line parameter produces the Line Palette which allows the user to select a line type from
the list of options and/or to select the line width. A sample of the selected line type and width

appears below the Line Palette.
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The Color parameter produces the Color Palette which allows the user to select a color for the
selected overlay. The Set Line Color option allows the user to change the color of the lines for
the selected overlay. The Set Fill Color option allows the user to change the color of the filled
areas (polygons) for the selected overlay, if applicable; for overlays that are not polygons, the Set
Fill Color option is not available and will appear grayed-out. The color is selected from the drop-
down list of colors and the selected color is shown in the box within the palette.
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The Fill parameter produces the Fill Palette which allows the user to select a fill pattern for the
selected overlay, if applicable; for overlays that are not polygons, the Fill parameter is not
available and will appear grayed-out. An example of an overlay that consists of polygons is the
Special Use Airspaces overlay. A sample of the selected fill pattern appears below the Fill
Palette.
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The Label parameter produces the Change Labels dialog box which allows the user to include
and modify labels for the selected overlay.
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Change Labels dialog box

The Label Scheme can be selected from the drop-down list. This list allows the user to select a
label scheme that was previously created; otherwise, this list will only contain a specification for
“..New”, which then allows the user to create a new label scheme. The Use Standard button will
use the pre-defined, default label scheme. The Save As... button allows the user to save the
label scheme with a name that can later be accessed from the Label Scheme list. (Note:
According to the IAMS programmer, saving a label scheme is not recommended.) The Delete
button allows the user to delete the label scheme. The New button clears the Select list, thus
allowing the user to add labels and create a new label scheme.

The Available list contains a list of valid labels used to identify the selected overlay. For
example, for the Western Cities/Towns overlay, Name and Population labels are available. To
add a label to the map display, click a label in the Available list and click the Add button to add it
to the Select list. To remove a label from the map display, click a label in the Select list and click
the Remove button to remove it from the Select list and add it to the Available list. A sample of
the selected label appears below the Change Labels dialog box within the Select Display
Parameters dialog box.

The Label Scale shows the scale below which the selected overlay’s labels will be shown; the
labels for the selected overlay will be displayed only if the scale of the view (geographic area) is
less than the value of the Label Scale. For example, if the scale of the view on the screen is
8,092,444 (indicated at the lower right of the view display on the screen), then the Label Scale of
the overlay must be set to a value higher than 8,092,444 (such as 10,000,000) in order for the
labels to be shown. The overlay’s labels would not be shown if the Label Scale of the overlay
was set to a value lower than 8,092,444 (such as 5,000,000). The label scale is shown at the
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bottom of the Select Display Parameters dialog box.

The CR, Space, Constant, and Font buttons allow the user to edit the label scheme. The CR
button will insert a carriage-return into the label; the items after the CR will be displayed on a
new line. The Space button will insert a blank space into the label; such as, for separating
words within the label. The Constant button produces the Constant String dialog box, which
allows the user to enter a string of up to 20 characters; this string will be inserted into the label.
The Font button produces the Choose Font dialog box, which allows the user to change the font
of the label. It is often useful to change the color of the label to match the symbol color or to
choose a polygon label that will stand out from the polygon fill color.

The Cancel button returns the user to the Select Display Parameters dialog box without applying
the changes that were made to the label. The OK button saves the changes to the label display
and returns the user to the Select Display Parameters dialog box.

After the user had finished modifying the display parameters in the Select Display Parameters
dialog box, click either the Cancel button or the OK button. The Cancel button will return to the
current map or to the Overlays dialog box without saving the changes that were made. The OK
button will redisplay the current map with the parameter modifications or return to the Overlays
dialog box and save the parameter modifications.

Background . ..

The Background option of the Select menu allows the user to change the color of the
background of the IAMS screen display. The Background option opens the Color Selection
dialog box.

Color 5election E

Color Sample

Cancel 1].4

Color Selection dialog box

The color selected from the Color list will appear in the Sample area. Click Cancel to return to
the previous display without changing the background color. Click OK to accept the selected
color and return to the previous window, which will be displayed with the new background color.

Redraw
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The Redraw option of the Select menu clears the screen and then redraws the current map on
the screen.

ReOpen Current Map

The ReOpen Current Map option of the Select menu clears the screen, reopens the current map
and draws it as if it was just defined.

The Zoom Menu

The Zoom menu on the IAMS menu bar contains the following options: Zoom In, Recenter,
Recenter Active, Map Scale, Maximum, and History. The options within the Zoom menu allow
the user to change the geographic area that is displayed (the view). These options allow the
user to zoom into an area of interest within the display view, choose a new center point for the
display view, choose a new scale for the display view, display the maximum view (the
contiguous U.S.), and display a previous view.
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If the user wishes to save the changes that have been made to the view display using the
options in the Zoom menu, the view file must be saved using Save As in the View menu. (Refer
to the Save As... option in the View Menu section for more information.)

Zoom In

The Zoom In option of the Zoom menu allows the user to “zoom into” an area of interest within
the view (geographic area) that is displayed on the screen. To zoom into a specific area

provides a view with greater detail. (Note: The Zoom option can also be accessed with the
Zoomlin button on the button bar.)

After selecting the Zoom In option (either from the Zoom menu or the button bar), the cursor
becomes an upper left corner bracket and the following informational message appears in the
left side of the bar at the bottom of the IAMS window: “ZoomlIn: Left button anchors rectangle,
Right cancels tool”. Position the cursor over the area on the view that will be the upper-left
corner of the new display and click the left mouse button (or click the right mouse button to
cancel the zoom tool). After setting the upper left corner of the new view area, the cursor
becomes a lower right corner bracket and the following message appears: “Zoomin: Left button
finishes rectangle, Right restarts.” at the lower left corner of the IAMS display. Drag the cursor to
the area on the view that will be the lower right corner of the new display. As the cursor is
moved, the area that has been selected for the zoom will be highlighted. Click the left mouse
button to refresh the screen with the new view (or click the right mouse button to cancel and
restart the zoom with the upper left corner).

For example, if the current view includes the contiguous U.S. and the user wishes to zoom into
the northwestern U.S., the Zoom In option is selected and the northwestern U.S. is identified by
left clicking near northwestern Washington, dragging the cursor, and then left clicking near
southeastern ldaho (see view at left below). The screen will be refreshed and the new view
display will show the northwestern U.S. (see view at right below).
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With Zoom In area selected After Zoom In area has been redrawn
When a new view is displayed after the user has used the Zoom In option, the area will be

adjusted based on the screen dimensions. For example, if the user selects a vertically long and
narrow zoom-in area, then when the screen is redrawn, the width will be adjusted to fill the

Zoom Menu 34



screen while accommodating the height of the selected area to the height of the screen.

Use the Zoom In Method option in the Settings menu to specify whether to identify the zoom-in
area using a fixed rectangle (in proportion to the screen size) or a free-hand method (the user
adjusts the zoom-in area without regard to the screen size). Refer to the Zoom In Method option
in the Settings menu for more information.

Each time the user zooms into a new area, a new view is created that is titled “Zoom In” followed
by a number. The first zoom is titled Zoom In 1 and the next is titled Zoom In 2 and so forth;
subsequent zooms are numbered sequentially (within the current IAMS session).

Recenter

The Recenter option of the Zoom menu allows the user to center the view display on a new
point.

After selecting Recenter, a red asterisk appears in the center of the view display. The cursor
becomes a symbol resembling a cross-hair and the following informational message appears in
the left side of the bar at the bottom of the IAMS window: “Recenter: Left button sets center of
new view, Right cancels tool”. Position the cursor over the area on the view that will become the
new center-point of the new display and click the left mouse button (or click the right mouse
button to cancel the recenter tool). After setting the new center-point, the view is redrawn and
the new center-point will now be a red asterisk in the center of the view display. The Recenter
process may be repeated by dragging the cursor and left-clicking. When finished, the right
mouse button should be clicked to end the re-centering process.

For example, if the current view includes the northwestern U.S. and the Recenter option is
selected, the center point will be shown with a red asterisk in the central portion of Idaho (see
view at left below). If the recenter cross-hair cursor is used to select a point in the central
portion of Nevada, the new display view will show an area equivalent in size to the previous area,
but with the point in Nevada in the center (see view at right below).
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Each time the view is re-centered, a new view is created that is titled Recenter followed by a
number. The first re-center is titled Recenter 1 and the next is titled Recenter 2 and so forth;
subsequent re-centers are numbered sequentially (within the current IAMS session).
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Recenter Active
The Recenter Active option of the Zoom menu allows the user to center the view display on the

current “active point”. The active point is determined by using the Mark Point option in the
Aviation menu (refer to the Mark Point option of the Aviation menu for more information).

Map Scale.. ..

The Map Scale option of the Zoom menu allows the user to select a new scale for the view
display.

After selecting Map Scale, the Scale Level dialog box will appear.
Scale Level

ocale = 1: 8.092,444

Modify Scale Predefined

100 = 100,000,000 =
20 0,000,000
10 10,000,000
b | 5,000,000 —
2x 1,000,000
112w - LK00.000 -
Restore Cancel oK I

Scale based on screen width of
15.0000 inches. To change, use
Settings option for Screen Size...

Scale Level dialog box

Enter the map scale desired or select a scale from the Modify Scale or Predefined drop-down
lists. A scale below 1600 is not allowed; otherwise an error message dialog box is received.

Error

@ Scale must be 1,600 or Greater

Scale error message
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Maximum

The Maximum option of the Zoom menu allows the user to display the maximum area available
to view. After the Maximum option is selected, the currently selected overlays are redrawn
within the entire continental U.S., which is the greatest extent available.

History

The History option of the Zoom menu identifies the previous views that have been displayed
within the current IAMS session. The previously displayed views include those created by the
Zoom In, Recenter, Set Scale, and Maximum options, as well as view files that were opened or
saved from within the View menu. After selecting the History option, a list of up to ten of the
previous views is shown.

W ELM:|AMS Mape - initial.map Map With ReCanter 1 Yiew

Kan e ﬂn'lm_nd.'. LSvmb-n Limchngs

Bczerkcr
Hozorkzr Soime
aplbzae..
AT o
T .
‘h}:-\-\_-\-\_ﬂ:"““——h Sl 2 -
gl I: Rele e 3 Ly { i
/ Fs bt WM b ?
T —J} 'l? .f.z L .—-'IE.-. _ﬂ-"'d-ﬁ J-l"
; L Rele e 2 1 JH-!-{"'\— — - '—H\ - :'“‘l.
/ f 1 hzrhast 1 —— ; " 'frﬂi’l B _,aj"‘; l'l i
#__H_ ! T Idaraew .[.h "? oy - - ) ;
"""Il--_..,_‘__‘_‘_ sl S | };‘“‘ :_F#'ﬂ""?.__ B
{T ! T —-  Ralater 1 = H:. —":]I_.L!'___ "Jﬁ; %
| {,- ll' — \ _H_I'.' lH . A ¥
by IJ . A ‘9
|i " \ |II . x‘l..l !
I — -
e . F -
L
X — — 7
'!x""l, \'\:. l - N _._FJ_-,_{.J'_""\-— . _1';
. £ {,’-— |”_' Voo
L g L-«,_,‘w #l\ Y ., A
S R
e —_ 1'\ '} : _,L_ -J'I‘-,
e _ _Ii.n':;-_-q,‘.___,.-\_ kS
{_‘ fh\‘ .g__,_el:—\. 1. T \lll.'
I - L T
kY 1."‘, L
. L
H‘“‘wj.. Wi
| Gel= i a s nns pesenn= v | BB S 200 140 N St [0 N0 ANT | G447 14H 0 2E 22 Ay

The History option shows a list of the previous views

The user may select a previously displayed view from the History list and that view will then be
redrawn on the screen.
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The Tools Menu

The Tools menu on the IAMS menu bar contains the following options: Distance, Print Distance,
Enter/Edit TFR, Organization Entity (OE), Airport/Airbase, Aviation Boundaries, Mil Training
Routes, Navigation Aids, Special Use Airspaces, and Convert Coordinates. The options within
the Tools menu allow the user to obtain information about locations, as well as create a TFR
(Temporary Flight Restriction).
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Tools Menu
Distance. ..

The Distance option of the Tools menu allows the user to select a series of points within the
view (geographic area) that is displayed on the screen; the distance between each point is
shown, as well as the total distance. (Note: The Distance option can also be accessed with the
Distance button on the button bar.)

After selecting the Distance option (either from the Tools menu or the button bar), the cursor

becomes a symbol resembling a measuring tape and the following informational message
appears in the left side of the bar at the bottom of the IAMS window: “Distance: Left button
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marks point, Right cancels tool”. Position the cursor over the area on the view that will be the
initial point or the point of origin and click the left mouse button (or click the right mouse button to
cancel the distance tool). The initial point will be labeled “0". After the left mouse button has
been clicked to mark the initial point, the following informational message appears in the left side
of the bar at the bottom of the IAMS window: “Distance: Left button marks point, Right ends

line”. Position the cursor over the area on the view that will be the next point and click the left
mouse button (or click the right mouse button to end the line). The first point (after the initial
point) will be labeled “1", the second will be labeled “2", and so on. The latitude and longitude of
the current cursor position and the distances between points are shown at the right side of the
bar at the bottom of the IAMS window.
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Distance option

The distance between the previous point and the current position of the cursor is the segment
distance and is labeled “Seg”. The sum of the sequence lengths is the total length and is labeled
“TotLen”. The segment distance and the total length are displayed in kilometers, statute miles,
or nautical miles. (Refer to the Linear Units option in the Settings menu for information on
changing the display units.) Click the right mouse button to end the point selection and display
the Distance Results dialog box.
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Diztance Results Ed

BLM:IAMS MAPS -- Distance Tool Results ﬂ

Closest Uor is BOI At 43 33 18H 116 11 32V
With Hagnetic Declination -15.64@

All Bearings are magnetically corrected using -15.68

Segment Segment UOR UoR

Point Latitude Longitude Bearing Length Brg Dist
B: 43 8% S59H 116 86 1480 156.2 31.6 HI
1: 4@ 57 37H 118 24 210 283.8 189.2 MI 197.4 211.8 HI
2: 39 84 284 113 B3 83w 7.4 311.7 MI  135.6 349.5 HI
3: 4 31 21H 112 42 58W 358.2 178.8 MI 111.6 225.7 HI
L: 42 17 244 118 81 510 2.5 147.9 HI 87.9 323.5 HI

Total Distance: B18.7 HI

Distance Results dialog box

The Distance Results dialog box shows the location of the VOR that is nearest to the initial point
and the magnetic declination. For each point that was marked on the view, the latitude/longitude
location, and the segment and VOR bearing and length are shown. The total distance is also
shown, which is the sum of the segment lengths. The first segment is measured from the initial
point (0) to the first point (1), the second segment is measured from the first point (1) to the
second point (2), and so on.

Click Close to return to the map/view display and initiate a new distance session or cancel it.
Click Print to send the Distance Results information to the local printer. After clicking Print, the
Print dialog box will appear. (Refer to the Print Map option in the Maps menu for more
information about the Print dialog box.)

Print Distance . ..

The Print Distance option of the Tools menu allows the user to print the Distance Results
information from the previous session using the Distance tool.

Enter/Edit TFR . . .

The Enter/Edit TFR option of the Tools menu allows the user to create a new or edit an existing
Temporary Flight Restriction (TFR).

After selecting Enter/Edit TFR, the Enter/Edit TFR dialog box appears.
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Enter/Edit TFR
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Enter/Edit TFR dialog box
Review Chapter 6, Tempory Flight Restrictions and Advisory NOTAMS in the Interagency
Airspace Coordination Guide for the standard Deconfliction process. See the appendix for a
complete step-by-step description of creating a TFR.
Organizational Entity (OE) . ..
The Organizational Entity (OE) option of the Tools menu allows the user to enter or edit
information about the user’s “organizational entity” or office. This information will be used when

a TFR is created and saves the user from re-entering the information each time.

After selecting Organizational Entity (OE), the Enter/Edit OE dialog box appears.
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Enter/Edit OE
—Select OE, W5 —

DOrganizational

i 1
AKPWSTOK «

To edit or delete an DE.
select that OE at left, then
click the button below.
Alzo, click thiz button to
create a new OE.

Edit Selected OE__.

Select the OE to which this
workstation belongs. and
enter a workstation that iz
unique to thiz OE. Then
click the button below to
save and restart.

Hestark With New Setup |

Cancel |

Enter/Edit OE dialog box

Select an OE from the list titted Organizational Entity (OE) and then click the Edit Selected OE...
button. The Edit OE Information dialog box will appear.

Edit DOE Definition

— ldentification

OE Hame |IDBODDSH

State (1D Agency [BLM

=

Long Hame

ID, Boize District Dizpatch

Pnmary Phone | 208-384-3409

SGCC |EGBCCDSP

District  |BOD Edit Access |LOCAL
— Location
Latitude Longitude You can use the Convert
43 34 00N |11E 12 19 Coordinates tool to enter the

location in a different format.

Usze Current Point

Convert Coordinates

MNew | Delete |

Save Cancel

Edit OE Definition dialog box

The user may edit the Identification and/or the Location information and then click the Save
button to update the OE definition and return to the Enter/Edit OE dialog box.
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The user may click the New button, which will clear all the current information, and then enter
new information and click the Save button to create a new OE and return to the Enter/Edit OE
dialog box.

The user may click the Delete button to delete the OE definition from the local copy of Stand-
Alone IAMS and return to the Enter/Edit OE dialog box.

The Cancel button will return to the Enter/Edit OE dialog box without saving any changes.
Click Cancel on the Enter/Edit OE dialog box to end the current session of editing the
Organizational Entity (OE).

Airport/Airbase . . .

The Airport/Airbase option of the Tools menu allows the user to display airport and airbase
information.

After selecting Airport/Airbase, a Retrieving Airbases message appears on the screen that
indicates that IAMS is retrieving the airport and airbase information.

If this is the first time that the user has used the Airport/Airbase option, or if the user has not
previously changed the geographic filter within this option, the following message will appear:

ListBox Capacity exceeded! E

The first 8160 airports out of 14831 added to the list.

Thisz iz all the list can hold.
Changing the Geographic filter will allow you to change
the lizt contents.

ListBox Capacity exceeded dialog box
This message is for informational purposes only and explains that the total number of airports

and airbases exceeds the maximum number of items that can be shown in a list. Click OK for
the next dialog box (the Airports/Airbases dialog box).
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8160 AirportsfAirhases E1

Designator Airport Hame State Type

; CORDES ARIZ0OHA

aac AMNIMAS AIR PARK COLORADD Airport -
AacnA GOLDSTOHE FGT3/ CALIFORHIA Airport

aacL HATOMAS FIELD CALIFORNIA Airport

aar TCJC-HORTHEAST CAKMPUS TEXAS Heliport

AAKS HAYDEN FARH KANSAS Airport

aaL LYALL-ROBERTS CALIFORHIA Airport

AarMH BATTLE LAKE HMUHI HINHESOTA Airport

aan THAYER AUIATION CALIFORHIA Airport

5153 LIVIHNGSTOH MUHNI TEXAS Airport

aas MC KEHZIE BRIDGE STATE OREGOH Airport

AATA 5W REGIOH FAA TEXAS Heliport -

Order Auport List
“% By Deszignator

By Hame I Examine/Print._. I | Print List I

,f; 5: ?;t: | Set Geo Filter.... I | Close I

Airports/Airbases dialog box

The Airports/Airbases dialog box shows a list of all the airports and airbases; including the
designator, the name, the state, and the type for each airport or airbase. The number in the title
of the dialog box (in the upper left corner) is the number of airports and airbases that are
included in the list.

The user may choose to order the airport/airbase list by either the designator, the name, the
state, or the type by clicking one of the option buttons available under Order Airport List in the
lower left corner of the Airports/Airbases dialog box. The default is to order the list by the
designator. To order the list of airports and airbases by state instead, click the By State option
button. The Retrieving Airbases message appears again and then the re-sorted
Airports/Airbases list is displayed.

For more information about a particular airport or airbase, select the airport or airbase from the
list and click the Examine/Print... button. The Display Airport/Airbase dialog box will appear,
containing information about the selected airport or airbase, such as the location, elevation,
manager name and phone number.
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Display Airport/Airbase dialog box

Click Print to print the displayed information about the selected airport or airbase or Close to
return to the Airports/Airbases dialog box.

Click Print List to print the list of airports and airbases.
Click the Set Geo Filter... button to display the Set Lat/Long Limits dialog box.

Set Lat/Long Limits E3

For: Airtbaze

East Longitude Limit DO0 00 01w

Max: 000 00 07w

West Longitude Limit 179 59 59w
Max: 179 53 59w

South Latitude Limit
Max: 00 00 O1H

MHorth Latitude Limit 89 59 59N

Max: 89 59 59N

PEE Cancel

Set Lat/Long Limits dialog box
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This allows the user to set the “geographic filter” or window for limiting the airports and airbases
that are selected. Enter the east and west longitude limits and the south and north latitude limits
and click OK. Now, only the airports and airbases within the new window that was just defined
will be retrieved and displayed in the Airports/Airbases dialog box. The new geographic filter will
be used each time the Airports/Airbases option is used in the future from within the local version
of stand-alone IAMS.

Click Cancel in the Set Lat/Long Limits dialog box to return to the Airports/Airbases dialog box,
without setting a new geographic filter.

Click Close in the Airports/Airbases dialog box to return to the map/view display.

Aviation Boundaries . . .

The Aviation Boundaries option of the Tools menu displays a list of aviation boundary
information.

After selecting Aviation Boundaries, a Display Boundaries dialog box appears that lists the
Boundary Name and Boundary Information.

Dizplay 3509 Boundaries

Boundary Hame

‘AAL AK E5 IHDIAM MOUMTAIHN, AK
AAL AK C AHCHORAGE, AK
AAL AK C AHCHORAGE, AK
AAL AK C AHCHORAGE , AK

Boundary Information

Hame : AAL AK ES5 IHDIAN HMOUNTAIM, AK Chart Level: L=Lo|=
Control Authority: ANCHORAGE CEHTER
Type: CTLZ -Control Zone

Comm Hame: AHCHORAGE CEHTER Comm Frequency 1: 124.6 HC
Lower Elevation: B88788AGL Upper Elevation: B817999aMSL

| FPrint . |§eu Filter | Cloze

Display Boundaries dialog box

The number in the title of the dialog box (in the upper left corner) is the number of boundaries
that are included in the Boundary Name list.

For more information about a particular boundary, select the boundary from the Boundary Name
list (in the upper section of the dialog box). The Boundary Information section (the bottom
section of the dialog box) will display information about the selected boundary, such as the
control authority, the type, and the lower and upper elevation.

Click the Geo Filter button to display the Set Lat/Long Limits dialog box. (Refer to the
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Airport/Airbase section above for more information about the Set Lat/Long Limits dialog box.)

Click Close in the Display Boundaries dialog box to return to the map/view display.

Mil Training Routes . ..

The Mil Training Routes option of the Tools menu displays a list of military training route (MTR)
information. These routes accommodate low-altitude training operations that permit speeds in
excess of 250 KIAS below 10,000 feet MSL and some routes may extend above 10,000 feet MSL
due to terrain or other requirements.

After selecting Mil Training Routes, a Display MTRs dialog box appears that lists the military
training routes and the MTR Description.

Display 766 MTRs :
Route Seanent FAA Phone B's Sched-115ched-210ria

F §03-895-1113/1119|C 383-395-5858] ?45-3250
IR ¢  (AZH) D3N 48H—0O565 LYI1Y Fdo-0L205] |DSH a488-0351 LY'—
1R 1% ([(A:=R}) LA79-333-45hl] |NEH LARA-L131 CL229-333-4111
IR B16 (n:=B}) G220-3d3-4544] |DEH 460-1131 C229-333-4131
1R Bi¥  (A:zB) Fa2-D2255] | AVH 358-9255 -

MTR Deccription
Hame : IR BO2 [(n:B}Y Tupe: IR =

COD Scheduling Activity: 26 055/0505, Shaw ACD, SC 29152
Uty nrs DsH Y65-111851711Y97, LEBEd-HYS—1118/1711Y.

[OD Originating Activity: 28 0S5/0S5TA, Shau AFB, SC
20452-5806 DEH DA5-1121 /1122, © 803-80C-1124/1122, Faox
Slarls: 34 B4 8BH 8B4 39 88W Ends: 346 380 06H 984 28 8w
Left Width:- .88 RHRight Width: 5_A8@

| Gaa Filtar I I Prnt I LCloea |

Display MTRs dialog box

The number in the title of the dialog box (in the upper left corner) is the number of MTRs that are
included in the list.

For more information about a particular military training route, select the route from the list in the
upper section of the dialog box. The MTR Description section (the bottom section of the dialog
box) will display information about the selected route, such as DOD scheduling activity,
originating activity, phone numbers, altitudes and remarks.

Click the Geo Filter button to display the Set Lat/Long Limits dialog box. (Refer to the
Airport/Airbase section above for more information about the Set Lat/Long Limits dialog box.)

Click Close in the Display MTRs dialog box to return to the map/view display.
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Navigation Aids . ..
The Navigation Aids option of the Tools menu displays a list of navigation aids information.

After selecting Navigation Aids, a Display Nav Aids dialog box appears that lists the navigation
aids and the Nav Aid Information.

Display 992 May Aids

FAR Hame Latitude Longitude

ABI ABILEHE 32 28 53H 899 51 4EW
ABQ ALBUQUERQUE 35 82 38H 186 48 S90
ABR ABERDEEH 4o 25 B2H a98 22 aFw
ACH AHTOH CHICGO 35 86 42H 1685 62 24\ -
Mav Aid Information

FAA ID: ABBE Hame: HABB o~
Mag War: 3.7 Type: UDRTAC

Location: 38 35 28H B85 38 10U State: Indiana
Frequency: 112.488H Channel: 871X

Usage: Low Level Class: L

Protection: Power : 8

Range: A Elevation: 718

OE: Defense Happing fAgency Last Updated: Ll

Geo Filter Prnint Cloze

Display Nav Aids dialog box

The number in the title of the dialog box (in the upper left corner) is the number of navigation aids
that are included in the list.

For more information about a particular navigation aid, select the navigation aid from the list in
the upper section of the dialog box. The Nav Aid Information section (the bottom section of the
dialog box) will display information about the selected navigation aid, such as FAA identifier,
name and location.

Click the Geo Filter button to display the Set Lat/Long Limits dialog box. (Refer to the
Airport/Airbase section above for more information about the Set Lat/Long Limits dialog box.)

Click Close in the Display Nav Aids dialog box to return to the map/view display.

Special Use Airspaces . ..

The Special Use Airspaces option of the Tools menu displays a list of special use airspace
(SUA) information. The purpose of SUA is to identify for other airspace users where military
activity occurs, segregate that activity from other users to enhance safety and allow charting to
keep airspace users informed.
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After selecting Special Use Airspaces, a Display Special Use Airspaces dialog box appears that
lists the special use airspaces and the SUA Information.

Display 1076 special Use Airspaces

Type-1ID SUA Hame
DOTHAH, AL
n-220 MCGUIRE AFB, HJ
A-231 LUKE AFB, AZ
A-260 COLORADD SPRINGS, CO
A-291A MIAMI, FL >
SUA Information
Hame : DOTHAH, AL Area ID: AZ11 Sector —
Chart Level: L=Low Level
Type: A-Alert

DHMA Control Authority: USA, CAIRHES AFPP
Comm Mame: CAIRHES APPROACH Comm Frequency 1: 133.34 H
Comm Frequency 2: 121.1 M

Geo Filter Print Close

Display Special Use Airspaces dialog box

The number in the title of the dialog box (in the upper left corner) is the number of special use
airspaces that are included in the list.

For more information about a particular special use airspace, select the special use airspace
from the list in the upper section of the dialog box. The SUA Information section (the bottom
section of the dialog box) will display information about the selected special use airspace, such
as the name, type, frequency and elevations.

Click the Geo Filter button to display the Set Lat/Long Limits dialog box. (Refer to the
Airport/Airbase section above for more information about the Set Lat/Long Limits dialog box.)

Click Close in the Display Special Use Airspaces dialog box to return to the map/view display.

Convert Coordinates . . .

The Convert Coordinates option of the Tools menu allows the user to convert coordinates from
one scheme to another. For example, the user could enter the coordinates of a location in
latitude and longitude and then the associated legal description, VOR, and UTM coordinates will
be displayed.

After selecting Convert Coordinates, a Convert Coordinates dialog box appears.
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Convert Coordinates X|

- Entry Method
 Leqal  ¥YOR = UTH
“# Lat/Long [Degs Mins Secs]

 Lat/Long [Decimal Degrees]
 Lat/Long [Decimal Minutes]

Lahitude Longitude
|34 32 46N | |111 52 40 |

Enter Latitude/Longitude in
Degrees Minutez Seconds

Lat/Long: 34 32 46M 111 52 400
Decimal: 34.546111 111877778
Dec. Min: 34 32. 76N 111 52 66W
Legal: 013.0N 004 00E 01 G
YOR-Bearing-Distance

ROR 288303 1110238

UTM=xyp: 419459 3822864 An12

Dizpatch._. | Hazards. __

Cloze

Convert Coordinates dialog box

Select the method of entering the coordinates by clicking the appropriate option in the Entry
Method section of the dialog box. Then enter the coordinates in the middle section of the dialog
box in the appropriate format. Click the Convert button to calculate the coordinates of the other
schemes, which will be displayed in the bottom section of the dialog box.

Click Print to print the converted coordinates information or Close to return to the selected
map/view.

Click Dispatch to display nearby dispatch information (refer to the Dispatch section of the
Aviation menu below). Click Hazards to display nearby hazard information (refer to the Hazards
section of the Aviation menu below).
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The Aviation Menu

The Aviation menu on the IAMS menu bar contains the following options: Mark Point, Enter Point,
Dispatch, Hazards and Settings. The options within the Aviation menu allow the user to select a
point location on the map/view display and obtain aviation information from near that location.
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Aviation Menu

Mark Point

The Mark Point option of the Aviation menu allows the user to select a point on the map/view
display by using the mouse.

After selecting Mark Point, the previously selected point on the map/view display is marked with
a large blue asterisk symbol and the cursor becomes an airplane symbol. Use the mouse to
position the cursor over the desired location on the display and then click the left mouse button.
The selected location on the map/view display is then marked with a large blue asterisk symbol

and the Dispatch Information dialog box appears (see the Dispatch section below for more
information).

To mark a new point, close the Dispatch Information dialog box and position the cursor over a
new location and click the left mouse button.
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To cancel the Mark Point tool, either click the right mouse button or select the Mark Point option
from the Aviation menu again.

Enter Point
The Enter Point option of the Aviation menu allows the user to select a point by entering the
coordinates of the location.

After selecting Enter Point, the Convert Coordinates dialog box appears (see the Convert
Coordinates section in the Tools menu for more information). Enter the coordinates of the
desired location and then click the Dispatch or Hazards button for a display of the aviation
information near that point.

Dispatch

The Dispatch option of the Aviation menu displays the dispatch information for the previously
defined point (see the Mark Point and Enter Point sections above for more information about
selecting a point).

After selecting Dispatch, a Dispatch Information dialog box appears.

Dispotch Information |
LatfLong: 473 BF 42N 115 48 200 Legal: D07.0M DO50DE 12 B
- Baze lizlinga far apecific dizpateh facilitics | Brg/st 1z from lacility to JAMS point identificd |
HeliHazse [Permanent] Helbasze [Alt/R eload) HehBaze [Temporars]
within 30 nm [3] wilhin 50 nm [0] within 30 nm [0]
Dezsiy Biy Dzl Desny Biy D Drexiy Eiy - Dl
H_IDFAFPRU-1D BT ,r
H_IDEODBOY-C &4 3n
375-C &2 43
| <4< Mare Mocilities || More Facilities 35> |
YOR-DME FYORTAL FAA Ajrports Hare Inkn I
within 150 nm |0] within ¥S nm [73]
Dezig Erg Drst Desig Brg D=t Q‘“‘"d‘--- I
BOI 13 38 =|iD12 124 B = Seltings .. l
DHJ L | 1120 123 B =
LET 214 o7 -Jjuog 4ch - Print_. I I Fiose I

Dispatch Information dialog box

The Dispatch Information dialog box displays information about facilities (such as helibases and
air tanker bases), VORs and FAA airports within a search distance around the previously defined
point. The latitude and longitude and legal description of the location of the previously defined
point are shown in blue text near the top of the dialog box. The search distance (in nautical
miles) and the number of items found are shown in the title above each of the 5 lists within the
dialog box. The designator, the bearing and distance are shown for each item in the list. If an
item in any of the lists is selected, a description will be displayed near the bottom of the dialog
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box.

The top section of the Dispatch Information dialog box shows the base listings for specific
dispatch facilities. There are 13 different types of facilities, although only 3 are displayed. The
More Facilities buttons will display the next (or previous) 3 facilities.

The VORs and FAA airports are shown in lists at the lower left of the dialog box.
For more information about a particular facility, VOR, or airport, select the item and click the
More Info button. The More Information dialog box will appear which contains information about

the selected facility, VOR or airport.

For information about aviation hazards, click the Hazards button (see the section below for a
description of the Hazards option).

To change the search distances, click the Settings button (see the section below for more
information about the Settings option).

Click Print to print the displayed dispatch information or Close to return to the map/view display.
Hazards

The Hazards option of the Aviation menu displays the hazard information for the previously
defined point (see the Mark Point and Enter Point sections above for more information about

selecting a point).

After selecting Hazards, a Hazards dialog box appears.

Hazards siLlin 99 inn |
LatLong: 44 02 OTHA1E 40 5w Legak 002.0M 007 0OE 12 B
TFR= (1)

Biqg DSt HOTAHH InciProi# Radivus Htfmsl Dispatch . Phono
SHIA: [14)

Brq D5t Type-ID sn Hame

R 2800 ORCGIARD TRHG ARCA, O

1 4R R-3AFA3R ENTSF, 1b

21 4 K-JdY W3R EULxE, ID b
MWTAz (64]

Brg Dst Route  Seqment  FAA Fhone H's Bched-1|3ched-2|0rig

282 9 IR 287 [N:L}) 208 H22 LO4B| (268 422 OB -

282 * IR 381 (A:E) ZEE-N:2-5048] | 26E-4%22-5318
313 28 MNR1z2A5  [(D:P) 208-M22-53UB| | 208-422-531D
314 28 IR 282 [(n:B) 208-422-CaL4H] | 268-422-5310
314 28 VUR1SA4  [A:B) FEB-HEE-5548] | 2E6-422-5318 T

Cloesst YOA-DMEATOATALC: BOI Hrgx 31 Dizk 36

Muie Inifuw. .. | | Drspralishe. . | | S ellimgs. .. I | Pl .. | | Cluze I
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Hazards dialog box

The Hazards dialog box displays information about Temporary Flight Restrictions (TFRs),

Special Use Airspaces (SUAs) and Military Training Routes (MTRS) within a search distance
around the previously defined point. The latitude and longitude and legal description of the
location of the previously defined point are shown in blue text near the top of the dialog box. The
number of items found are shown in parentheses in the headings of each of the 3 lists within the
dialog box.

For more information about a TFR, SUA or MTR, select the item and click the More Info button.
The More Information dialog box will appear which contains information about the selected TFR,
SUA or MTR.

For information about dispatch facilities, click the Dispatch button (see the section above for a
description of the Dispatch option).

To change the search distances, click the Settings button (see the section below for more
information about the Settings option).

Click Print to print the displayed hazard information or Close to return to the map/view display.
Settings
The Settings option of the Aviation menu allows the user to set the search distances that are

used for the Dispatch and Hazards options.

After selecting Settings, a Set Aviation Search Distances dialog box appears.
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Set Aviation Search Distances dialog box

To change the search distance for Dispatch Facilities, FAA Airports, Hazards or VORSs, enter the
new distance in nautical miles. Each of the 13 types of Dispatch Facilities has a search
distance associated with it; to change the search distance for a dispatch facility, select the type
of dispatch facility from the drop-down list and enter the new search distance.
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A default search distance has been set for each of the Dispatch Facilities, the FAA Airports,
Hazards and VORs. If these distances have been changed, they may be reset to the default
settings by clicking the Default button. To reset all 13 of the Dispatch Facilities back to the initial
values, click the Default on All button. The default setting for the Dispatch Facilities is 500
nautical miles (nm), FAA Airports is 75 nm, Hazards is 10 nm, and VORs is 150 nm.

Click the Save button to save the new search distances. If the Set Aviation Search Distances
dialog box was accessed by clicking the Settings button from within the Dispatch or Hazards
dialog boxes, then the new search distances will be applied and the Dispatch or Hazards lists
will be updated. Click Close to return to the previous display.
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The Settings Menu

The Settings menu on the IAMS menu bar contains the following options: Short Help, Button Bar,
Legend, Scale Bar, Initial Map, Initial View, Linear Units, Zoom In Method, Auto Info Boxes,
Default Font and Screen Size. These options allow the user to set the startup and display
options within IAMS.
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Settings Menu

Short Help

The Short Help option of the Settings menu allows the user to turn the short help on or off. The
short help is the information that is displayed in the left side of the bar at the bottom of the IAMS
window. The short help gives a brief description of the menu and menu options as the cursor is
positioned over them. The short help is also used with several of the menu options for
information to the user on using the tool (such as Distance and Mark Point).

If the Short Help option has a check-mark next to it, it is “turned on” or enabled; therefore, the

short help will be displayed. If the Short Help option does not have a check-mark next to it, it is
“turned off” or disabled; therefore, the short help will not be displayed.
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Button Bar

The Button Bar option of the Settings menu allows the user to turn the button bar on or off. The
button bar is located below the menu bar. The button bar consists of the most commonly used
menu options and provides a shortcut to accessing them. The button bar contains the following
buttons: Overlays, DispParms, Distance, ZoomIn, and Mark Point.

If the Button Bar option has a check-mark next to it, it is “turned on” or enabled; therefore, the
button bar will be displayed. If the Button Bar option does not have a check-mark next to it, it is
“turned off” or disabled; therefore, the button bar will not be displayed.

Legend

The Legend option of the Settings menu allows the user to turn the legend on or off. The legend
lists the selected overlays and the associated color and/or symbol for each. The legend will
appear in the upper right corner of the IAMS window; however, the user may move the legend
box within the window.

If the Legend option has a check-mark next to it, it is “turned on” or enabled; therefore, the legend
will be displayed. If the Legend option does not have a check-mark next to it, it is “turned off” or
disabled; therefore, the legend will not be displayed.

Scale Bar

The Scale Bar option of the Settings menu allows the user to turn the scale bar on or off. The
scale bar shows the linear distance of the current view. (The linear units can be changed with
the Linear Units option; see below.) The scale bar will appear in the lower left corner of the IAMS
window; however, the user may move the scale bar within the window.

If the Scale Bar option has a check-mark next to it, it is “turned on” or enabled; therefore, the

scale bar will be displayed. If the Scale Bar option does not have a check-mark next to it, it is
“turned off” or disabled; therefore, the scale bar will not be displayed.
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Example of a map/view display with the Legend and Scale Bar enabled

Initial Map
The Initial Map option of the Settings menu allows the user to identify the initial map; which is the
map (or set of overlays) that will appear on the screen whenever the IAMS application is started.

After selecting the Initial Map option, the Open Map Definition dialog box appears (which is
identical to the Open option in the Map menu). Select the map that you wish to have displayed
as the initial map from the list of maps and click the OK button.

Initial View

The Initial View option of the Settings menu allows the user to identify the initial view; this is the
view (or geographic area) that will appear on the screen whenever the IAMS application is
started.

After selecting the Initial View option, the Open View Definition dialog box appears (which is
identical to the Open option in the View menu). Select the view that you wish to have displayed
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as the initial view from the list of views and click the OK button.

Linear Units
The Linear Units option of the Settings menu allows the user to select the measure of distance
that will be displayed in the scale bar; either Kilometers, Statute Miles, or Nautical Miles.

After selecting the Linear Units option, a sub-menu will appear that lists 3 units for measuring
distance. The currently selected unit of measure has a check-mark next to it. Select the
desired measure of distance. If the scale bar is currently displayed, it will change to reflect the
measure of distance that was selected.

Zoom In Method
The Zoom In Method option of the Settings menu allows the user select the method for zooming;
either Fixed or Free.

After selecting the Zoom In Method option, a sub-menu will appear that lists the 2 methods: Fixed
and Free. The currently selected method of zooming has a check-mark next to it. Select the
desired zoom in method. The next time that the Zoom In option (from the Zoom menu or the
button bar) is selected, the selected zoom in method will be in effect.

If the Fixed zoom in method is selected, the box created for the zoomed display area adjusts to
a fixed shape proportional to the window size as the cross-hairs are dragged across the view.

If the Free zoom in method is selected, the shaded zoom in area makes a smooth adjustment in
shape as the cross-hairs are dragged across the view. This option enables a free selection of a
specific area unhampered by the restrictions of the window dimensions. However, the program
adjusts the selected area to fit in the window dimensions; i.e., if a vertically long and narrow area
is selected, the program adjusts the selected area to fit in the IAMS window by increasing the
width or height of the selected area to meet the limitations of the window.

Auto Info Boxes
The Auto Info Boxes option of the Settings menu does not apply to stand-alone IAMS.

Default Font
The Default Font option of the Settings menu allows the user select the font that will be used for
the text throughout the IAMS application; such as in the legend and scale bar.

After selecting the Default Font option, the Choose Font dialog box appears.
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Choose Font dialog box

The font, font style, font size and color may be changed. After making a change, a sample of the
new font appears in the Sample section of the dialog box. When finished making changes to the
font, click Ok to save the new font and return to the previous display. Click Cancel to return to
the previous display without saving the font changes.

Screen Size
The Screen Size option of the Settings menu allows the user to enter the width of their computer

screen. It is important that this be entered accurately, as this is used to calculate the display
scale.

After selecting the Screen Size option, the Screen Size dialog box appears.
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Screen Size dialog box

Enter the correct width of the pc screen and click OK. Click Cancel to return to the previous
display without changing the screen size.
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Glossary ---Acronyms/Abbreviations

AA
Alert Area, Part of SUA
ARTCC
Air Traffic Control Center, The FAA facility to which TFR requests are routed
ATB
Air Tanker Base
BIA
Bureau of Indian Affairs
BLM
Bureau of Land Management
CAHIS
Computer-aided Aviation Hazard Information System
CONUS
Continental United States, used for display purposes as an IAMS overlay
DACS
Digital Aeronautical Chart Supplement
DAFIF
Digital Aeronautical Flight Information File
DME
Distance Measuring Equipment
HEL
Helibases
IAMS
Initial Attack Management System
IR
Instrument Route
MOA
Military Operations Area
MTR

Military Training Route. MTRs are routes established to accommodate low-altitude
training operations that permit speeds in excess of 250 KIAS below 10,000 feet MSL and
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some routes may extend above 10,000 feet MSL due to terrain or other requirements.
There are two types of MTRs: IFR MTRs conducted regardless of weather conditions
and VFR MTRs conducted only during Visual Meteorological Conditions (VMC).

NPS
National Park Service

Operations Areas. SUA consists of airspace wherein activity must be confined because
of its nature and/or wherein limitations may be imposed upon aircraft operations that are
not a part of those activities. The purpose of SUA is to identify for other airspace users
where military activity occurs, segregate that activity from other users to enhance safety

OE
Organizational Entity
PA
Prohibited Area, part of SUA
RA
Restricted Area
SR
Slow Route
SUA
Special Use Airspaces, including Warning, Restricted, Alert, Prohibited and Military
and allow charting to keep airspace users informed. SUAs do not include Military
Training Routes (MTRS).
TACAN
Tactical Air Navigation
TFR
Temporary Flight Restriction
USFS
United States Forest Service
VOR
VHF Omni-directional Radio
VR
Visual Route
VORTAC
Co-located VOR and TACAN station
WA

Warning area, part of SUA
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Terms

Attributes
Each overlay within a map contains attributes to identify the characteristics or the
overlay; for example, color, symbol, display scale, line. Also see Display Parameters

Class
A class contains the default display parameters for overlays and provides a way to
subdivide the data; for example, separate SUAs into category A, B and C, each with
different display parameters.

Dialog Box
A dialog box is an interactive box within the IAMS window that allows the user to make
choices and change data within IAMS and its functions.

Display Parameters
Generally associated with overlays, display parameters identify the attributes of an
overlay and how the overlay appears within a given map; for example, color, symbol,
display scale, etc. Also see Attributes

Label
A label associated by class, identifies the default labels for a given overlay.

Latitude
The angular distance north or south from the earth’s equator measured through 90
degrees.

Legend
A dialog box that contains displayed overlays and their associated symbols or lines and
colors.

Linear Units
Units of measurement used in the scale bar; kilometers, statute miles or nautical miles

Longitude
The arc or portion of the earth’s equator intersected between the meridian of a given
place and the prime meridian, expressed in either degrees or time.

Map
A map identifies the overlays displayed within the IAMS window. For example, you may
create a map file of the Contiguous U.S., state boundaries, interstates and National
Parks. Maps are independent of views.

Maximum

The maximum option within the Zoom menu displays the maximum area available to
view; generally this includes the entire continental US, or the greatest extent of the
available map.
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Military Bases
Any military installations identified as an attribute within IAMS.

Open
Open refers to accessing a file, such as a map or view file that already exists within
IAMS.

Overlays

Overlays are features selected and displayed within a map and saved to a map file.

Palette
A box within the Display Parameters dialog box used to change different parameters
associated with an overlay. There are palettes for each of the following attributes: Scale,
Color, Symbol, Fill, Line and Label.

Recenter
This function allows the user to move the displayed map be selecting a new center point
from the displayed area.

Scale
A measurement used to determine detail of information displayed on a map. For
example, the larger the scale, the greater the detail; the smaller the scale, the less the
detail. A map at 1:64000 shows much greater detail because the actual area displayed
on the screen is smaller; while a map at 1:100000000 shows very little detail because a
larger actual area is compressed to fit on the screen.

Scale Bar
A dialog box that contains the measurements, in kilometers, statute miles or nautical
miles, on the ground of the currently displayed scale.

Search Area
A distance entered to notify users of hazards (TFRs, SUAs and MTRs), dispatch
facilities, VORs and FAA airports within that distance from an identified point on the IAMS
map/view display.

Symbol
An icon used to identify an overlay. Most symbols only appear at larger scales, that is
1:5000000 or closer.

View
A view identifies a geographic area.

Zoom
An IAMS feature that allows the user to zoom in to display a more detailed geographic
area, or zoom out to return to the previously displayed larger area(s) retained as Views in
IAMS.
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